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NOTE 1

WRE SIZE  WIRE CABLE
FROM (AWG) CODE  DESIGNATION To
BATTERY CHARGER, (+) OUTPUT 12 A BTC—1A DC DIST PANEL, (+) DCB—1 LINE SIDE TABLE 1
BATTERY CHARGER, (—) OUTPUT 12 A BTC—1B DC DIST PANEL, (—) INPUT BUS MANLIGHT CONDUCTOR SIZE
QUICK DISCONNECT, (+) INPUT 6 A BTT—1 EMREG BATTERY, (+) POST
QUICK DISCONNECT, () INPUT 6 A BTT-2 EMERG BATTERY, () POST M(wa(s;')z": ALLOW%FDEE%TANCE
QUICK DISCONNECT, (+) OUTPUT 6 A BTT-3 DC DIST PANEL, DCB—1 LINE SIDE 14 95 OR LESS
QUICK DISCONNECT, (=) OUTPUT 6 A BTT-4 DC DIST PANEL. (-) INPUT BUS Iy b
DC DIST PANEL, (+)OUTPUT BUS 6 A ABT—1 AUDIO VISUAL CONTROLLER, 2TB4—1 2 0
DC DIST PANEL, (~)OUTPUT BUS 6 A ABT-2 AUDIO VISUAL CONTROLLER, 2TB4—2
AC DIST PANEL, CB4 4 A AVC—1A AUDIO VISUAL CONTROLLER, 2TB1—2
AC DIST PANEL, NEUTRAL BUS 4 A AVC—1B AUDIO VISUAL CONTROLLER, 2TB1—1
AC DIST PANEL, GROUND BUS 4 A AVC—1C AUDIO VISUAL CONTROLLER, CASE GRND
AC DIST PANEL, CBS 14 A BTC-2A BATIERY CHARGER, AC LINE INPUT
AC DIST PANEL, NEUTRAL BUS 14 A BTC—28 BATIERY CHARGER, AC NEUTRAL INPUT
AC DIST PANEL, GROUND INPUT 14 A BTC—2C BATIERY CHARGER, GROUND
AUDIO VISUAL CONTROLLER, 2TB2—1 TBL 1 A MNL—1A MAIN OPTIC LAMP CHANGER, TERM #A
AUDIO VISUAL CONTROLLER, 2TB2—2 TBL 1 A MNL—1B MAIN OPTIC LAMP CHANGER, TERM #B
AUDIO VISUAL CONTROLLER, 2TB2—3 14 A MNL—1C MAIN OPTIC LAMP CHANGER, TERM #E
AUDIO VISUAL CONTROLLER, CASE GRND 12 A MNL—1D MAIN OPTIC LAMP CHANGER FRAME
MAIN OPTIC LAMP CHANGER, TERM #B 14 A JUMPER MAIN OPTIC LAMP CHANGER, TERM #C
AUDIO VISUAL CONTROLLER, 2TB2-15 20 A JUMPER AUDIO VISUAL CONTROLLER, 2TB2-16
AUDIO VISUAL CONTROLLER, 2TB4—7 10 A EML—1A EMERG LT, CG—181(+) (SEE NOTE 5)
AUDIO VISUAL CONTROLLER, 2TB4—8 10 A EML—1B EMERG LT, CG—181(<) (SEE NOTE 5)
WIRE CODES:
A—SINGLE CONDUCTOR STRANDED THWM INSULATION
NOTES:
1.  FOR PROPER GROUNDING INTERCONNECTIONS SEE DWG CG—130419 AND CHAPTER 7 OF COMDTINST M16500.8A.
2. FIELD SERVICE DISCONNECTS SHALL BE INSTALLED NEAR THE OPTIC. LABEL THE DISCONNECT TO TERMINAL
"A" "LAMP DISC,” AND TO TERMINAL "E” "L/C MON. DISC.".
3. WRE FOR CG—181 TO LAMPCHANGER IS AVAILABLE AS NSN 6230-00—G00—4343,
4, REMOVE JUMPER ON TERMINALS 2TB8-18 AND 19.
B 1/87 HRC CHANGE 30A BREAKER TO 20A AT CB6. KA
A 10/77| HRC REMOVE JUMPER ON AVC 2TB8—18 AND 19. RAD
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